
ENGINEERING DEPARTMENT 
WALK-THROUGH REQUEST CHECKLIST

Subdivision/Project:

NOTE: THIS LIST IS INTENDED AS A GUIDE TO ASSIST IN THE PROCESS OF REACHING FINAL ACCEPTANCE BY CITY STAFF AND 
MAY NOT BE ALL INCLUSIVE OF OUTSTANDING ITEMS. EACH ITEM SHOULD BE CHECKED BY THE CONTRACTOR AND THE 
FORM SIGNED/DATED BEFORE FORWARDING TO THE ENGINEERING INSPECTOR.

     I. GENERAL:
  ___  1.  All fees are paid  (Residential Only: Sidewalk ____)  

  ___  2.  ALL lab reports submitted on CD/DVD 

  ___  3.  Record Drawings provided (one mylar AND electronic versions in AutoCAD and  PDF formats) 

  ___  4.  ONE maintenance bond combining all trades (paving, utility, etc.) - 2 years, 10% of public improvements

  ___  1.  Electric (100% installed) 

  ___  2.  Gas (100% installed) 

  ___  3.  Phone (100% installed) 

  ___  4. Cable TV (100% installed)

     II. FRANCHISE UTLITIES:         COMMERCIAL:          N/A 

     III. STREET LIGHTS:          COMMERCIAL:          N/A 
  ___  1.  Installed and operable - inspected by Building & Code Dept 

  ___  2.  Agreement for non-standard street lights 

  ___  3.  Maintenance fee paid

     V. SIDEWALKS:

  ___  1.  Barrier free ramps installed and in compliance with TAS 2012 

  ___  2.  Appropriate width sidewalk installed 

  ___  3.  Areas surrounding screening walls will be cleaned if the wall is installed after subdivision acceptance is granted

     VI. PAVING:

  ___  1.  Pavement cored and reported (see preconstruction list for more info) every 400 lf 

  ___  2.  Streets swept and cleaned 

  ___  3.  All guardrails and barricades must be properly installed and marked 

  ___  4.  Pavement checked for water pockets or holding water 

  ___  5.  Traffic signs and buttons installed 

  ___  6.  Median paving stones installed 

  ___  7.  Check for and repair all cracks/mudballs/defects (including curbs) 

  ___  8.  Parkways and medians backfilled to grade 

  ___  9.  Removed rocks/stones over 6 inches 

  ___10. Expansion joints: cap removed, sealed, extended through back of curb or edge of pavement, freed-up by removing concrete

  ___  1.  General clean up 

  ___  2.  Required retaining walls 

  ___  3.  Required screenwalls

     IV. MISCELLANEOUS:
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  ___  1.  Manholes set to grade with grade rings, cleaned, and grouted 

  ___  2.  Cleanouts set to grade, cleaned, and capped 

  ___  3.  Line has been pressure tested 

  ___  4.  Re-air test completed AFTER franchise utility installation 

  ___  5.  Curb marked for: manholes (green MH), sewer service (green 3" double notch), and cleanouts (green CO) 

  ___  6.  Adjust MH's and CO's to 1" above surrounded sod when in parkway 

  ___  7.  Match MH's and CO's to paving or sidewalk 

  ___  8.  Primary TV test the sewer mains and laterals 

  ___  9.  Air test and mandrel through sewer lines 

  ___10.  MH's vacuum tested 

  ___11.  Exposed end of laterals covered below grade 

  ___12.  Remove false bottoms in MHs  

     VIII. SEWER LINES:

     VII. STORM:
  ___  1.  Grout end connections with inlet/headwalls 

  ___  2.  Line tv'd after franchises and utilities completed 

  ___  3.  Rip Rap on top of headwall and downstream of headwall outlet per details or as required 

  ___  4.  Drainage swales/channels graded to specs 

  ___  5.  Any field joints on storm sewers to be inspected prior to pouring 

  ___  6.  Wye inlets have 4' apron installed 

  ___  7.  Debris removed and clean from all drainage structures

     IX. WATER LINES:

  ___  1.  Blow-offs and air release assembly as per specifications 

  ___  2.  All valves operable and to grade 

  ___  3.  Pads poured around valve stacks at finished grade 

  ___  4.  Valves no deeper than 4' without extension 

  ___  5.  Services to proper grade and operable ensuring that water flows through the line 

  ___  6.  Meter cans touch read and set to grade 

  ___  7.  Fire hydrants turned in proper direction, painted, set to grade, 2x2 pads at bury line, 2' to 4' from curb (not in sidewalk), 

                 and blue reflector buttons (2 at corners) 

  ___  8.  Curb marked for: Valves (Inline - blue V notch; Hydrant - V notch) and Services (blue 3" long straight notch) 

  ___  9.  Lab reports on back fill densities for water lines and services 

  ___10.  Pressure test of water line and bacteriological test completed

SIGNATURE ___________________________________ DATE: ________________________

  ___  1.  Silt fence has been removed or installed where needed 

  ___  2.  Curlex along parkways and channels/swales/ponds and medians 

  ___  3.  Sod parkways and 1-2' behind sidewalk 

  ___  4.  Re-vegetate the off-site easements and install permanent erosion control matting where needed or allowed 

  ___  5.  P2 filters installed and clean 

  ___  5.  Copy of TCEQ Notice of Termination (NOT) for sites > 5 acres or notice/confirmation that CSN removed for sites < 5 acres.

     X. EROSION CONTROL:
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NOTE: THIS LIST IS INTENDED AS A GUIDE TO ASSIST IN THE PROCESS OF REACHING FINAL ACCEPTANCE BY CITY STAFF AND MAY NOT BE ALL INCLUSIVE OF OUTSTANDING ITEMS. EACH ITEM SHOULD BE CHECKED BY THE CONTRACTOR AND THE FORM SIGNED/DATED BEFORE FORWARDING TO THE ENGINEERING INSPECTOR.
     I.	GENERAL:
  ___  1.  All fees are paid  (Residential Only: Sidewalk ____) 
  ___  2.  ALL lab reports submitted on CD/DVD
  ___  3.  Record Drawings provided (one mylar AND electronic versions in AutoCAD and  PDF formats)
  ___  4.  ONE maintenance bond combining all trades (paving, utility, etc.) - 2 years, 10% of public improvements
  ___  1.  Electric         (100% installed)
  ___  2.  Gas         (100% installed)
  ___  3.  Phone         (100% installed)
  ___  4. Cable TV         (100% installed)
     II.	FRANCHISE UTLITIES:									COMMERCIAL:          N/A 
     III.	STREET LIGHTS:										COMMERCIAL:          N/A 
  ___  1.  Installed and operable - inspected by Building & Code Dept
  ___  2.  Agreement for non-standard street lights
  ___  3.  Maintenance fee paid
     V.	SIDEWALKS:
  ___  1.  Barrier free ramps installed and in compliance with TAS 2012
  ___  2.  Appropriate width sidewalk installed
  ___  3.  Areas surrounding screening walls will be cleaned if the wall is installed after subdivision acceptance is granted
     VI.	PAVING:
  ___  1.  Pavement cored and reported (see preconstruction list for more info) every 400 lf
  ___  2.  Streets swept and cleaned
  ___  3.  All guardrails and barricades must be properly installed and marked
  ___  4.  Pavement checked for water pockets or holding water
  ___  5.  Traffic signs and buttons installed
  ___  6.  Median paving stones installed
  ___  7.  Check for and repair all cracks/mudballs/defects (including curbs)
  ___  8.  Parkways and medians backfilled to grade
  ___  9.  Removed rocks/stones over 6 inches
  ___10. Expansion joints: cap removed, sealed, extended through back of curb or edge of pavement, freed-up by removing concrete
  ___  1.  General clean up
  ___  2.  Required retaining walls
  ___  3.  Required screenwalls
     IV.	MISCELLANEOUS:
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RESIDENTIAL   ONLY
  ___  1.  Manholes set to grade with grade rings, cleaned, and grouted
  ___  2.  Cleanouts set to grade, cleaned, and capped
  ___  3.  Line has been pressure tested
  ___  4.  Re-air test completed AFTER franchise utility installation
  ___  5.  Curb marked for: manholes (green MH), sewer service (green 3" double notch), and cleanouts (green CO)
  ___  6.  Adjust MH's and CO's to 1" above surrounded sod when in parkway
  ___  7.  Match MH's and CO's to paving or sidewalk
  ___  8.  Primary TV test the sewer mains and laterals
  ___  9.  Air test and mandrel through sewer lines
  ___10.  MH's vacuum tested
  ___11.  Exposed end of laterals covered below grade
  ___12.  Remove false bottoms in MHs  
     VIII.	SEWER LINES:
     VII.	STORM:
  ___  1.  Grout end connections with inlet/headwalls
  ___  2.  Line tv'd after franchises and utilities completed
  ___  3.  Rip Rap on top of headwall and downstream of headwall outlet per details or as required
  ___  4.  Drainage swales/channels graded to specs
  ___  5.  Any field joints on storm sewers to be inspected prior to pouring
  ___  6.  Wye inlets have 4' apron installed
  ___  7.  Debris removed and clean from all drainage structures
     IX.	WATER LINES:
  ___  1.  Blow-offs and air release assembly as per specifications
  ___  2.  All valves operable and to grade
  ___  3.  Pads poured around valve stacks at finished grade
  ___  4.  Valves no deeper than 4' without extension
  ___  5.  Services to proper grade and operable ensuring that water flows through the line
  ___  6.  Meter cans touch read and set to grade
  ___  7.  Fire hydrants turned in proper direction, painted, set to grade, 2x2 pads at bury line, 2' to 4' from curb (not in sidewalk),
                 and blue reflector buttons (2 at corners)
  ___  8.  Curb marked for: Valves (Inline - blue V notch; Hydrant - V notch) and Services (blue 3" long straight notch)
  ___  9.  Lab reports on back fill densities for water lines and services
  ___10.  Pressure test of water line and bacteriological test completed
SIGNATURE ___________________________________
DATE: ________________________
  ___  1.  Silt fence has been removed or installed where needed
  ___  2.  Curlex along parkways and channels/swales/ponds and medians
  ___  3.  Sod parkways and 1-2' behind sidewalk
  ___  4.  Re-vegetate the off-site easements and install permanent erosion control matting where needed or allowed
  ___  5.  P2 filters installed and clean
  ___  5.  Copy of TCEQ Notice of Termination (NOT) for sites > 5 acres or notice/confirmation that CSN removed for sites < 5 acres.
     X.	EROSION CONTROL:
Page 2 of 2
8.0.1291.1.339988.308172
	TextField11: 



